Proxnitron

SENSOR ADE IN GERMANY

Air Flow Monitor
FKM 240.18 G S4

PBT housing @ 20 mm
Plug S4 (M12 x1 A)

Product Characteristics

Switching point adjustable 1,5 — 10 m/s
PNP normally open + normally closed

N

Type FKM 240.18 G S4

Connection Art.-No.

Plug S4 (M12x1 A) 8046A

Application Monitoring of air and gaseous flows

Technical Data

Setting range switching point 1,5-10m/s

Switching point adjustable yes

Factory setting 3mls

Switching hysteresis 0,8—1mi/s

Response time 2-15s

Starting time 30s

Supply voltage 24V DC + 15%

Output PNP normally open + normally closed *

Continuous current

0-200 mA

Short-circuit protection yes

Voltage drop (Ug) <2V

Power absorption max. 60 mA
Ambient temperature -10... +60 °C
Protection class IP 67
Housing material PBT

Functional display

Duo-LED red/green
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Proxitron

GERMANY

SENSC

Air Flow Monitor
FKM 240.18 G S4

Dimension (mm)
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Proxnitron Air Flow Monitor

ENSORS MADE IN GERMAN FKM 240.18 G S4
ACCEeSSOries (in scope of supply)

Type Art.-No.
Mounting flange HF1 9825A
ACCEeSsSO0ries (ot in scope of supply)

Type Art.-No.
Female plug S4 (M12 x 1 A), straight, can be assembled, 4 wire ST040G 9842D
Female plug S4 (M12 x 1 A), angular, can be assembled, 4 wire ST040 9841A
Connection cable 2 m, 4 wire, with straight female plug S4 (M12 x 1 A) ST043/4-2 98511
Connection cable 5 m, 4 wire, with straight female plug S4 (M12 x 1 A) ST043/4-5 9841T
Connection cable 10 m, 4 wire, with straight female plug S4 (M12 x 1 A) ST043/4-10 9850J
Connection cable 2 m, 4 wire, with angular female plug S4 (M12 x 1 A) ST041/4-2 9841D
Connection cable 5 m, 4 wire, with angular female plug S4 (M12 x 1 A) ST041/4-5 9841E
Connection cable 10 m, 4 wire, with angular female plug S4 (M12 x 1 A) ST041/4-10 9841S
Mounting gland M32 for pressure-resistant mounting HF2 9826A
Further information

Document
Manual 003F

*If the flow falls under the adjusted switching point, the normally open output opens and the normally closed output is closed.
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